
��� Please contact us for prices and shipping costs.

Beach Volleyball Tournament 
Net, for ��x�-m Court

For posts �� m apart. Knotless, �-mm-
thick polyester net. With �breglass/poly-
ester rods integrated at the sides, ensur-
ing a perfect �t. With ��.�-m-long Kevlar 
cable at the top, �-mm-thick tensioning 
cable at the bottom. �-point attachment 

Ground 

Beach Volleyball Nets & Ground Sockets

Sport-Thieme �Comfort� Beach 
Volleyball Net

For court sizes: ��x� m or ��x� m. Made 
from polyethylene, knotless, approx. 
�.� mm thick. With integrated �breglass/
polyester rods on the sides ensuring a per-
fect �t. �-point attachment, with three ten-
sioning cords and quick-release fasteners 
on each side. Reinforced edging all the way 
round, approx. �� mm wide, yellow. 

Dralo Beach Volleyball Net
The cut-resistant volleyball net in an at-
tractive design. Made from galvanised 
steel wire (Dralo), approx. � mm thick. Top 
edging made from coated fabric, approx. 
��� mm wide, yellow. � steel tensioning 
cords on each side, approx. ��� cm long. 
The size of the net complies with interna-
tional regulations, WxH: �.��x� m. Mesh 
width approx. �� cm. Can also be used 
with standard volleyball posts. Also avail-
able with plastic coating , approx. �.� mm 

44 4-point attachment
44 Virtually vandalism-proof

Beach Volleyball Tournament 
Net, for ��x�-m Court

For posts �� m apart. Knotless �-mm-thick 
polyester net. With integrated �breglass/
polyester rods on the sides ensuring a 
perfect �t. With ��.�-m-long Kevlar cable 
at the top, �-mm-thick tensioning cable at 
the bottom. �-point attachment with 
� tensioning lines and quick-release fas-
teners on both sides. With reinforced edg-

Sport-Thieme Ground 
Socket for ��x��-mm 
Beach Volleyball 
Posts, to be Set in 
Concrete

To be set into concrete on light 
surfaces. Steel construction, 
hot-dip galvanised, for ��x��-
mm posts. The insertion depth 
into the ground socket is �� cm, 
total length is approx. �� cm. 
With cover. 
�� ��� ������� Each

Ground Socket 
for ł ��-mm Beach 
Volleyball Posts

Ideal for �xed units! Steel con-
struction with base plate, hot-
dip galvanised, for posts with 
ł of �� mm. To be bolted onto 
foundations on site. Insertion 
depth into the ground socket 
�� cm, total length approx. 
�� cm. With cover. 
�� ��� ������� Each

Sport-Thieme 
Ground Socket for 
��x��-mm Beach 
Volleyball Posts, to 
be Bolted into 
Concrete

To be bolted into a concrete 
foundation. Steel construc-
tion with a base plate, hot-dip 
galvanised, for ��x��-mm 
posts. The insertion depth in-
to the ground socket is ���cm. 
Total length approx. ���cm. 
With cover. Without screws. 
�� ��� ������� Each

� �Plastic coating
� �Without coating

Versions:

44 6-point attachment
44 Available in 2 lengths

44 4-point attachment

44 4-point attachment

ing all round, approx. �� mm wide, neon 
yellow. Net dimensions (WxH): �.��x� m, 
mesh width: approx. �� cm. Net colour: 
black. 
�� ��� ������� Each

thick, green. If players occasionally grab 
the net, coated nets are much softer to 
the touch. For ��x�-m courts.
�� ��� ������Without coating� Each� 
�� ��� ������Plastic coating� Each

Net height: � m, mesh width: approx. 
�� cm. Net colour: black.
�� ��� ������Net length: �.� m� Each� 
�� ��� ������Net length: �.� m� Each Beach volleyballs, page
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��

ł �� mm
Tubing �| �| ��x�� mm

Tubing �| �|

� � 

� 

� 

Ground Socket for 
ł �� mm Beach 
Volleyball Posts

To be set in concrete on sandy 
surfaces. Made from V�A stain-
less steel, for ł �� mm posts. 
The insertion depth into the 
ground socket is �� cm, total 
length approx. �� cm. With 
cover. 
�� ��� ������� Each
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with � tensioning lines and quick-release 
fasteners on both sides. With reinforced 
edging all round, approx. �� mm wide, ne-
on pink. Net dimensions (WxH): �.��x� m, 
mesh width: approx. �� cm. Net colour: 
black. DVV I �Beach� certi�cate. 
�� ��� ������� Each

sockets


